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MENU OPTIONS
When the screen displays “Test” and “Options”, press the SELECT 
button  to view the menu options. Use the SELECT button  to move 
down through the menu options.  Use the ENTER button  to enter the 
selected menu option.

Test Counter

To read the number of tests that have been performed since the last 
time the unit was calibrated, press the SELECT button  to view the 
menu options. The first option on the list is TEST COUNTER. It should 
be highlighted. Press the ENTER button  and the number of tests will 
be displayed. If the number reads 200 or greater, we recommend send-
ing the unit in for recalibration (see Calibration, pg. 10).

Alarm Point

The unit will read “High” if the BAC reading exceeds the alarm point set-
ting. The default setting is 0.020% BAC. You can change the alarm point 
from between 0.020%-0.080% BAC.

To change the setting press the SELECT button  until the unit shows 
the desired value on the screen. Press the ENTER button  to save the 
setting.

Temperature Scale

You can switch between Celsius (C) and Fahrenheit (F) for the tempera-
ture sensor. The default setting is Fahrenheit (F). 

To change the setting press the SELECT button  until the unit shows 
the desired scale.  Press the ENTER button  to save the setting.

Convert Units

You can change the unit of alcohol concentration shown for tests. You 
can choose between %BAC (U.S.A), g/L, or %ºBAC. The default setting 
is %BAC (U.S.A) (the U.S.A standard). 

To change the setting press the SELECT button  until the unit shows 
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the desired conversion.  Press the ENTER button  to save the setting.

PRECAUTIONS

1.	 After drinking, smoking and eating, users should wait at least 20 
minutes before testing.

2.	 Avoid testing in strong winds, in a closed room with a heavy amount 
of smoke, or where alcohol is present.  

3.	 When the battery low symbol  appears replace the AA batteries.

4.	 Do not blow cigarette smoke, food or liquid into the unit.    

5.	 Only use the unit in a temperature range of 10 - 40°C or 50 - 104°F. 
Operation above or below this range may affect the results.

6.	 BAC changes over time depending on many factors.  BAC at one 
time can differ from BAC a few minutes later.

7.	 Do not use this product with an ignition interlock device or while 
inside a vehicle.

8.	 You cannot use the results of this product in court. 

9.	 Do not use this device to determine if you or anyone else can oper-
ate any vehicle or machinery.

10.	Do not let yourself or anyone else drink and drive. Always use a 
designated driver when you or anyone else drinks alcohol.

11.	 It is very important to have the instrument calibrated as recommend-
ed in this owner’s manual (see Calibration, pg. 10). Failure to do so 
may result in readings that are inaccurate.

12.	Please carefully review one-year limited warranty sheet included in 
product package.



9

SPECIFICATIONS

Dimensions 5” x 2.63” x 1.25” (12.7 cm x 6.68 cm x 3.18 cm)

Weight 3.6 oz (102 g) without batteries; 5.2 oz (147 g) with batteries

Power Supply Two (2) AA alkaline batteries

Battery Life 200 tests 1

Sensor Technology PT Core™ Electro-chemical Fuel-cell Sensor

Warm-UP Time 10-20 seconds 1

Blowing Time 5 seconds

Response Time 3 seconds 1

Operating Temperature 10 - 40°C (50 - 104°F)

Detection Range 0.000 - 0.400% BAC

Warranty 1 Year Limited Warranty

1 Estimates, results may vary.

ACCESSORIES
Visit our online store at www.q3ats.com to purchase the following ac-
cessories:

• Mouthpieces 
• Soft Carrying Pouch 
• Hard Carrying Case
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CALIBRATION
Calibration of the AlcoHAWK® PT500 occurs during manufacturing 
using advanced alcohol simulation equipment.  The manufacturer 
passes known BAC levels through the sensor to set baseline values 
for testing.  During testing, the unit compares users’ breath samples 
to these baseline values. If the verification determines that the BAC is 
not consistent with actual BAC levels, a technician calibrates the unit.  
The accuracy of breath alcohol testers can fluctuate after six to twelve 
months, depending on frequency of use and operating conditions. We 
recommend sending the unit in for calibration after 200 tests have 
been performed, or every six to twelve months if less than 200 
tests have been performed.

If the unit is providing inconsistent results, unusually high or low read-
ings, or no readings at all, a professional needs to recalibrate the unit.

For recalibration or support, please visit www.q3i.com or call 888-399-
1687. During recalibration, a technician will perform a diagnostic check 
on the unit and reset the baseline sensor values.
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Calibration Log
Date First Used Recalibration Date Notes
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